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PRODUCT CARD
25.12.2017

ENSTO

KE61.3T

KneMMbl

Tvin KE61.3T

GTIN 6418677192340

HassaHve knemmsbl Ensto Clampo Pro
3 x KE61.3 xénTblii/3enéHblin, Al 6-50 Mm?,
Cu 2.5-50 mm?

Onuncanve "Ensto Clampo Apparatus"” - 310
YHMBepcanbHas cepus knemm obLiero
HasHaYeHNAANA NMOAK/TIOYEHNS K
060pyA0BaHMIO aNFOMUHNEBBIX U MeZHbIX
NMPOBOAHWMKOB 2,5 - 240 MM?.

BeHgop Ensto Finland Oy

C €Y ® AN

TexHnyeckasn cneundukayms

Technical specification

Copgep>xaHue: KE61.3 x 3
Dimensions

Macca: 0.09 kg
NonepeyHoe ceyeHme NpPOBOAHUKA: Cu 2,5-50 Al 6-50
Temperatures

Temnepatypa aKcnayaTayun: <80°C
dneKTpuyeckme XxapakrepucTuku

CTreneHb 3arpsAAsHeHUs: 3

Materials

Kopnyc: Monnamna
Colors

LiBeT: XeTnbl/3eneHnblii
Features

FonoBka BUHTa: LlecTnrpaHHmkK
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Pa3mep ronoBku BUHTa:

Kpenex:

MexaHnuyeckune xapakTepmncTtmku

MOMEHT 3aTAXKW:

Certificates

CraHpapThbl:
Knacc coeguHutens:
KaTteropmsa UL:

Homep UL:

Ratings
ETIM 7:

US specific
Pasmep npoBogHuKa:

MOMEHT 3aTsXKW:

ETIM

ETIM

Length:

Material insulation body:
Rated voltage:
Width/grid dimension:
Mounting method:
Colour:

Connectable conductor cross section fine-
strand with cable end sleeve:

Number of levels:
Type of electrical connection 1:
Operation temperature:

Inflammability class of insulation material
acc. with UL94:

Number of clamp positions per level:

Connectable conductor cross section fine-
strand without cable end sleeve:

Explosion-tested version 'Ex e"

Connectable conductor cross section multi-2

wired:

5mm

DIN-pefiika

4 Nm (2.5-4mm?2), 12 Nm (6-50mm?)

EN 60947-7-2, IEC 61238-1, UL 1059
A

XCFR2

E192532, E192532

ECO00897

1/0-6
90 Lb-In

49 mm

Thermoplastic

800V

17.8 mm

DIN rail (top hat rail) 35 mm

Green/yellow
2.5...35 mm?

1

Screw connection

-5..80°C

V2

2
2.5..35mm?
false

5...50 mm2

Height at lowest possible mounting height: 43 mm

Type of electrical connection 2:

Connection position:

YnakoBka

B cTaHAapTHOI ynakoBke

Screw connection

Sideways
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Unit: PCS
Size: 10
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