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ENSTO

KE74.2

Knemmebl ans o6opypoBaHus

Tun
GTIN
Ha3BaHue

OnwncaHune

BeHzop

KE74.2
6418677192487

Knemmsbl ana o6opygoBaHusa Ensto Clampo
Apparatus

C n30/159UMOHHBIM OCHOBaHMeM, 750V, Al/Cu
35-240 mm2, 425 A

Ensto Clampo Apparatus - 3To cepus K1eMm
o6LLero HasHavYeHVAANA NOAKIYEeHA
aNtOMUHNEBBIX N MeHbIX MPOBOAHNKOB K
060pyAOBaHMIO.

Ensto Finland Oy
KA |

TexHnyeckasn cneundukayms

Dimensions

Macca: 0.17 kg
NMonepeyHoe ceyeHme NpPoOBOAHUKA: 35-240
Temperatures

Temnepatypa 3KcnayaTayun: <80°C
dNneKTpruyecKne xapaktepmcTukm
HomMunHanbHoe HanpsXXeHne nsonauun: 750V
HoMuHanbHbIN TOK: 425 A
CTreneHb 3arpsAAsHeHUs: 3
Materials

OcHoBaHue: Monnamng,
Features

Yuncno nonrocos: 1

FonoBka BUHTa: LWecTurpaHHmk
Pa3mep ronoBku BUHTa: 8 mm

MexaHunuyeckmne XapaKTepuctukmn
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MOMEHT 3aTsXKW: 12 Nm (35-70 mm2), 40 Nm (95-240 mm?)
Certificates

CraHpapTbl: EN 60947-7-1, EN 61238-1
Knacc coeguHurens: A

Ratings

ETIM: EC000897

ETIM

ETIM

Colour: Black

Length: 78 mm

Mounting method: DIN rail (top hat rail) 35 mm
Nominal rated voltage: 750V

Connectable conductor cross section fine-

strand without cable end sleeve: 35 ... 185 mm?
Connectable conductor cross section fine-

strand with cable end sleeve: 35 ... 185 mm?
‘(’thi)rr;r;?ctable conductor cross section multi-35 240 mm?
Rated current In: 425 A

Type of electrical connection 1: Screw connection
Connection position: Sideways
Number of levels: 1

Number of clamp positions per level: 2

Material insulation body: Thermoplastic
Operation temperature: -5..80°C
Width/grid dimension: 75 mm

Height at lowest possible mounting height: 95 mm
Type of electrical connection 2: Bolt connection

Inflammability class of insulation material

acc. with UL94: V2
Explosion-tested version 'Ex e" false
YnakoBka
Default package
Unit: PCS
Size: 15
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