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ENSTO

KS3.25

3-NONIOCHbIV nepexknw4artenb

Tvn KS3.25

GTIN 6418677170003

HasBaHve 3-nofnroCcHbIV nepekoyaTens Ensto
Compact

3 X 25 A, C NpSAMON pyyKOM, MOHTUPYIOTCS B

anexkTpowmTax n Ha DIN-perikax

OnwuncaHue "Ensto Compact" - 3To Uenaa cepus
NOBOPOTHbIX MepekryaTenein c

HOMWHaNbHbLIM TOKOM OT 16 A a0 125 A.

BeHaop Ensto Finland Oy

Vs KEUAIC €EAl

TexHnyeckasn cneyndurkalms

Dimensions

Macca: 0.13 kg
NonepeyHoe ceyeHne NPOBOAHUKA: Cu 1.5-16
O6bLem: 26.86 cm3
Pa3smep: 40 x 85x 79
dneKTpuyeckme xapakTepucTuku
HomuHanbHbIVi pabounii Tok: AC22A
OTkAoYaowas cnocobHocTtb 415 B, AC 23 200 A

A:
Bkntouatowias cnocobHoctb 415 B, AC 23 A: 250 A

HoMuHanbHoe HanpsXxeHve nsonayuu: 800V

MexaHnuyeckune xapakTepmucTtmkm

Tightening torque: 2Nm

Certificates

CraHpapTbl EN 60947-3

Ratings
HomMuHanbHoe nMmnynbcHoe HanpskeHue: 8 kV

ETIM: EC000216
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YcrToiumsocTtb K TOKy K3

HoMuHanbHbIVi KpaTKOBPEMEHHbIV

AONYCTUMBIA TOK: 1260A (1 s)
Makc. npegoxpaHuTtenb: 25A

Makc. ToK OTKNoYeHus: 6 kA

Makc. uHTerpan xoyns: 6.8
HoMWHaNbHbIV YCNOBHBIA TOK KOPOTKOIO 50 KA
3aMbiKaHus:

Makc. uHterpan /xoyns: 6.8 kA2
ETIM

ETIM

Rated operating voltage: 400 ... 690 V
Number of poles: 3

Max. rated operation voltage Ue AC: 690 V
Rated permanent current lu: 25A

Type of electrical connection of main

T Screw connection
circuit:

Type of control element: Short thumb-grip

Degree of protection (IP), front side: IPOO
Motor drive optional: false
Motor drive integrated: false

Rated short-time withstand current lcw: 1.26 kKA
Conditioned rated short-circuit current Iq: 50 kA
Version as main switch: true

Version as maintenance-/service switch: true

Version as safety switch: false
Version as emergency stop installation: false
Version as reversing switch: false

Rated permanent current at AC-21, 400 V: 25 A
Rated operation power at AC-3, 400 V: 10 kW
Rated operation power at AC-23, 400 V: 11 kW
Voltage release optional: false
Device construction:

Suitable for distribution board installation: true

Colour control element: Other
Interlockable: true
Suitable for front mounting center: false
Suitable for ground mounting: false
Number of auxiliary contacts as normally 3
closed contact:

Number of auxiliary contacts as normally 3
open contact:

Number of auxiliary contacts as change- 3
over contact:

Suitable for front mounting 4-hole: false
Suitable for intermediate mounting: false

Complete device in housing
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YnakoBka

Default package

Unit: PCS
Size: 50
OOO Ensto Rus Podsosensky per. h.20, build. 1 email: ensto.russia@ensto.com www.ensto.com
105 062 Moscow phone: +7 495 661 1039

Russin Federation




	PRODUCT CARD
	KS3.25
	3-полюсный переключатель
	Техническая спецификация
	Dimensions
	Электрические характеристики
	Механические характеристики
	Certificates
	Ratings
	Устойчивость к току КЗ
	ETIM

	ETIM
	Упаковка

	Default package


