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PRODUCT CARD
22.08.2017

ENSTO

KS3.32RY

3-NONIOCHbIV nepexknw4artenb

Tvn KS3.32RY ]

GTIN 6418677171475 ’ 5* B

HasBaHve 3-nofnroCcHbIV nepekoyaTens Ensto L] M
Compact L

3 x 32 A, XEéntaa ¢ KpacHOW py4vKown -

OnucaHve "Ensto Compact" - 310 uenas cepus
NOBOPOTHbIX MNepek/iyaTenen ¢
HOMWVHaIbHbIM TOKOM OT 16 A g0 125 A.

BeHgop Ensto Finland Oy

Vs KEUAIC €ERL

TexHnyeckasn cneundukayms

Dimensions

Macca: 0.13 kg
NMonepeyHoe ceyeHme NpPoOBOAHUKA: Cu 1.5-16
O6bem: 26.86 cm3
Pa3mep: 40 x85x79

AneKTprUYecKme XapaKTepucTuku

HomuHanbHbIA pabounia Tok: AC22 A

OTKnoyalwLwas cnocobHoctb 415 B, AC 23

256 A
A

Bknoyarowasa cnocob6Hoctb 415 B, AC 23 A: 320 A

HomMunHanbHoe HanpsXXeHne nsonauun: 800V
Colors
LBert: KpacHo-xenTbIi

MexaHunuyeckme xapakTepmCcTMKm

Tightening torque: 2Nm

Certificates

CraHpapTbl: EN 60947-3
Ratings
OOO Ensto Rus Podsosensky per. h.20, build. 1 email: ensto.russia@ensto.com www.ensto.com
105 062 Moscow phone: +7 495 661 1039

Russin Federation
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HomMmuHanbHoe uMnynbcHoe HanpsikeHuwe: 8 kV
ETIM: EC000216

YctoiumsocTtb K TOKy K3

HoMu1HanbHbIA KpaTKOBPEMEHHbIN

AONYCTUMBIA TOK: 1260 A (1)
Makc. npeaoxpaHuTens: 32A

Makc. ToK OTKNoYeHus: 6 kA

Makc. uHTerpan xoyns: 6.8
HoMWHaNbHbIV YCNOBHBIA TOK KOPOTKOIO 50 KA
3aMblKaHus:

Makc. uHTterpan [xoyns: 6.8 kA2s
ETIM

ETIM

Rated operating voltage: 400 ... 690 V
Number of poles: 3

Max. rated operation voltage Ue AC: 690 V

Type of electrical connection of main

o Screw connection
circuit:

Type of control element: Short thumb-grip
Motor drive optional: false

Motor drive integrated: false

Rated short-time withstand current lew:  1.26 kA
Conditioned rated short-circuit current Iq: 50 kA

Version as main switch: true

Version as maintenance-/service switch: true

Version as safety switch: false
Version as emergency stop installation: false
Version as reversing switch: false

Rated permanent current at AC-21,400V: 32 A
Rated operation power at AC-3, 400 V: 10 kW
Rated operation power at AC-23, 400 V: 15 kw
Voltage release optional: false
Device construction:

Suitable for distribution board installation: true

Colour control element: Red
Interlockable: true
YnakoBka

Default package

Unit: PCS
Size: 50

Complete device in housing
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